
 

551.03.8 Testing and Acceptance of Concrete 
B. Acceptance of Concrete.  

1. Classes General, Deck, Pave, Structure, Overlay and Drilled Shaft Concrete.  
b. Air Content. Concrete air content will be determined in accordance with MT 102 

or ASTM C457 on the same sample used to make the compression test cylinders 
for acceptance and on samples taken according to MT 601. A separate air 
content pay factor will be computed for each test result and the lot air content pay 
factor will be the average of the individual test result pay factors. The pay factor 
for each lot based on air content is determined from the following table: 

TABLE 551-6 
AIR CONTENT PAY FACTORS 

Lot Acceptance, Air Content 

Classes General, Pave, Deck, Overlay, and 
Structure Concrete 

Used when mix design incorporates ≥ 1½-
inch nominal maximum aggregate gradation 

Air content, x 
(%) 

Air content pay factor, 
PFAC 

Air content, x 
(%) 

Air content pay factor, 
PFAC 

x ≥ 5.5% 𝑃𝑃𝐴𝐴 = 1.0 x ≥ 4.5% 𝑃𝑃𝐴𝐴 = 1.0 

5.5% > x ≥ 4.5% 𝑃𝑃𝐴𝐴 = 1.0− 0.1(5.5− 𝑥) 4.5% > x ≥ 4.0% 𝑃𝑃𝐴𝐴 = 1.0− 0.2(4.5− 𝑥) 

4.5% > x ≥ 3.0% 𝑃𝑃𝐴𝐴 = 0.9− 0.6(4.5− 𝑥) 4.0% > x ≥ 2.5% 𝑃𝑃𝐴𝐴 = 0.9− 0.6(4.0− 𝑥) 

3.0% > x Remove and Replace 2.5% > x Remove and Replace 
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