
401.03.1 Mix Design 
Submit to the Project Manager 4 copies of a plant mix design following AASHTO R 35 and 

meeting AASHTO M 323. Use form MDT-MAT-009 as a mix design cover page. Ensure all 
fields are completed. The mix design and cover sheet may be submitted electronically.  Mix 
designs submitted without the cover sheet or submitted with a cover sheet that doesn’t contain 
all the applicable information will be rejected. Include the binder supplier’s recommended mixing 
and compaction temperature ranges. This compaction temperature range is for testing purposes 
only. Choose the design air voids target to be the lowest value, within the range of 3.4 to 4.0, as 
long as all other criteria are met. Report the D/A for the target asphalt content. The mix design is 
to be produced on a total weight of mix basis. On contracts with multiple gravel sources, or 
combination of gravel sources, provide a mix design and meet all the requirements for each 
source or combination of sources and suppliers. For mix designs using RAP, furnish the asphalt 
content and gradation of the RAP and furnish the total asphalt content and Job Mix Formula 
gradation including the RAP. Furnish all specific gravities. 
 
COMMENTS 
 
1. On the changes to the mix design section regarding the cover sheet.  I see that you used the term 

“cover page” first then switched to “cover sheet.”  Just to be consistent, I think we should just go 
with “cover sheet.” 
 
Response: Agreed. 

 

401.03.1 Mix Design 
Submit to the Project Manager 4 copies of a plant mix design following AASHTO R 35 and 

meeting AASHTO M 323. Use form MDT-MAT-009 as a mix design cover sheet. Ensure all 
fields are completed. The mix design and cover sheet may be submitted electronically.  Mix 
designs submitted without the cover sheet or submitted with a cover sheet that doesn’t contain 
all the applicable information will be rejected. Include the binder supplier’s recommended mixing 
and compaction temperature ranges. This compaction temperature range is for testing purposes 
only. Choose the design air voids target to be the lowest value, within the range of 3.4 to 4.0, as 
long as all other criteria are met. Report the D/A for the target asphalt content. The mix design is 
to be produced on a total weight of mix basis. On contracts with multiple gravel sources, or 
combination of gravel sources, provide a mix design and meet all the requirements for each 
source or combination of sources and suppliers. For mix designs using RAP, furnish the asphalt 
content and gradation of the RAP and furnish the total asphalt content and Job Mix Formula 
gradation including the RAP. Furnish all specific gravities. 
 


	401.03.1 Mix Design
	401.03.1 Mix Design

