LEVELS OF SERVIGE

for Two-Way Stop Intersections

Leve | Flow |eetayper]  Technical
of . - Vehicle - -
service] Conditions |(seconds)| Descriptions
e ™\
a <10
Very short delays
B 11-15
Short delays
() 16-25
Minimal delays
D 26-35
Minimal delays
.’/ x _ﬂ\.
B 36-50
Significant delays
=
(IF) >50
L Considerable delays

Source: 2000 HCM, Exhibit 17-2, Level of Service Criteria for TWSC Intersections

LEVELS OF SERVIGE

for Intersections with Traffic Signals

Level
of
Service
r R
A <10
Factors Affecting LOS
P of Signalized Intersections
B 11-20
Traffic Signal Conditions:
+ Signal Coordination
» Cycle Length
* Protected left turn
- . + Timing
{ C ) _ * Pre-timed or traffic
h - 21-35 activated signal
» Etc.
Geometric Conditions:
+ Left- and right-turn lanes
. « Mumber of lanes
D 36-55 " Etc
Traffic Conditions:
« Percent of truck traffic
« Number of pedestrians
* Etc.
E 56-80
F Ilill >80
! = )

Source: 2000 HCM, Exhibit 16-2, Level of Service Criteria for Signalized Intersections




