
Montana Aviation System Plan                                   2009 Update                                              Inspection Report Summary

A-1CONRAD AIRPORT 46ABranch: APRON

76PCI: Samples Surveyed: 5 Total Samples: 22 Last Inspection Date: 11/5/2009

From: TAXIWAY 1 To: TAXIWAY 2 Surface: AAC
Length: 500 Width: 190 Last Const. : 2002Area: 95,000 Family: 9ACAM

Inspections

* Multiple deduct values are scaled down from their algebraic sum to keep the model consistent with experimental data.

LF LF SF

Sample # 2 Area: 5000
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 167 LF
WEATHERING/RAVELING                     L 50 SF
WEATHERING/RAVELING                     M 25 SF
DEPRESSION                              H 8 SF

Sample # 8 Area: 5000
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 172 LF
WEATHERING/RAVELING                     L 50 SF
WEATHERING/RAVELING                     M 25 SF
DEPRESSION                              H 6 SF

Sample # 10 Area: 5000
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 128 LF
WEATHERING/RAVELING                     L 50 SF
WEATHERING/RAVELING                     M 25 SF
DEPRESSION                              H 5 SF
WEATHERING/RAVELING                     H 1 SF

Sample # 14 Area: 5000
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 310 LF
WEATHERING/RAVELING                     L 50 SF
WEATHERING/RAVELING                     M 28 SF

Sample # 16 Area: 5000
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 55 LF
WEATHERING/RAVELING                     L 80 SF
WEATHERING/RAVELING                     M 25 SF

Distress Description Severity Quantity Density Deduct
Extrapolated Distress Quantities*

DEPRESSION                              H 72 SF 0.08 12.00%
LONGITUDINAL/TRANSVERSE CRACKING  L 3162 LF 3.33 10.88%
WEATHERING/RAVELING                     M 486 SF 0.51 6.20%
WEATHERING/RAVELING                     H 4 SF 0.00 6.00%
WEATHERING/RAVELING                     L 1064 SF 1.12 2.80%

0.0 68.0 32.0% Load % Climate/Durability % Other

Percent of Deduct Values Based on Distress Mechanism



Montana Aviation System Plan                                   2009 Update                                              Inspection Report Summary

R-3CONRAD AIRPORT 46RBranch: RUNWAY

76PCI: Samples Surveyed: 7 Total Samples: 71 Last Inspection Date: 11/5/2009

From: STA 10+00 To: STA 56+00 Surface: AC
Length: 4,600 Width: 75 Last Const. : 2002Area: 345,000 Family: 9ACRML

Inspections

* Multiple deduct values are scaled down from their algebraic sum to keep the model consistent with experimental data.

LF LF SF

Sample # 6 Area: 4875
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 196 LF
WEATHERING/RAVELING                     L 50 SF
WEATHERING/RAVELING                     M 20 SF

Sample # 16 Area: 4875
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 192 LF
WEATHERING/RAVELING                     L 50 SF
WEATHERING/RAVELING                     M 20 SF
LONGITUDINAL/TRANSVERSE CRACKING    M 2 LF

Sample # 26 Area: 4875
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 157 LF
WEATHERING/RAVELING                     L 50 SF
WEATHERING/RAVELING                     M 21 SF
WEATHERING/RAVELING                     H 1 SF

Sample # 36 Area: 4875
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 210 LF
WEATHERING/RAVELING                     L 50 SF
WEATHERING/RAVELING                     M 20 SF
LONGITUDINAL/TRANSVERSE CRACKING    M 3 LF

Sample # 46 Area: 4875
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 174 LF
WEATHERING/RAVELING                     L 50 SF
WEATHERING/RAVELING                     M 20 SF
ALLIGATOR CRACKING                      L 2 SF

Sample # 56 Area: 4875
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 135 LF
WEATHERING/RAVELING                     L 50 SF
WEATHERING/RAVELING                     M 20 SF
LONGITUDINAL/TRANSVERSE CRACKING    M 3 LF
SWELLING                                L 3 SF

Sample # 66 Area: 4875
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 272 LF
WEATHERING/RAVELING                     L 50 SF
LONGITUDINAL/TRANSVERSE CRACKING    M 10 LF
WEATHERING/RAVELING                     M 20 SF
PATCHING                                L 1 SF

Distress Description Severity Quantity Density Deduct
Extrapolated Distress Quantities*

LONGITUDINAL/TRANSVERSE CRACKING  L 13510 LF 3.92 12.32%
ALLIGATOR CRACKING                      L 20 SF 0.01 7.00%
WEATHERING/RAVELING                     H 10 SF 0.00 6.00%
WEATHERING/RAVELING                     M 1425 SF 0.41 5.77%
LONGITUDINAL/TRANSVERSE CRACKING  M 182 LF 0.05 4.00%
WEATHERING/RAVELING                     L 3538 SF 1.03 2.66%
PATCHING                                L 10 SF 0.00 2.00%
SWELLING                                L 30 SF 0.01 1.00%

17.0 81.0 2.0% Load % Climate/Durability % Other

Percent of Deduct Values Based on Distress Mechanism



Montana Aviation System Plan                                   2009 Update                                              Inspection Report Summary

T-4CONRAD AIRPORT 46TBranch: TAXIWAY

80PCI: Samples Surveyed: 3 Total Samples: 6 Last Inspection Date: 11/5/2009

From: A-1 To: R-3 & HANGARS Surface: AAC
Length: 320 Width: 25 Last Const. : 2002Area: 23,040 Family: 9ACRML

Inspections

* Multiple deduct values are scaled down from their algebraic sum to keep the model consistent with experimental data.

LF LF SF

Sample # 2 Area: 4000
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 109 LF
WEATHERING/RAVELING                     L 50 SF
WEATHERING/RAVELING                     M 23 SF
DEPRESSION                              L 15 SF

Sample # 4 Area: 4772
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 34 LF
WEATHERING/RAVELING                     L 20 SF
WEATHERING/RAVELING                     M 20 SF
DEPRESSION                              H 1 SF

Sample # 5 Area: 4120
Distress Description Severity Quantity

SF

LONGITUDINAL/TRANSVERSE CRACKING    L 77 LF
WEATHERING/RAVELING                     L 40 SF
WEATHERING/RAVELING                     M 20 SF
OIL SPILLAGE                            N 2 SF

Distress Description Severity Quantity Density Deduct
Extrapolated Distress Quantities*

DEPRESSION                              H 2 SF 0.01 12.00%
LONGITUDINAL/TRANSVERSE CRACKING  L 393 LF 1.71 6.64%
WEATHERING/RAVELING                     M 113 SF 0.49 6.10%
WEATHERING/RAVELING                     L 197 SF 0.85 2.38%
OIL SPILLAGE                            N 4 SF 0.02 2.00%
DEPRESSION                              L 27 SF 0.12 0.30%

0.0 51.0 49.0% Load % Climate/Durability % Other

Percent of Deduct Values Based on Distress Mechanism



Maintenance Report Summary2009 UpdateMontana Aviation System Plan

CONRAD AIRPORT

Section Distress Description Severity Quantity Work Description Quantity Cost Policy

FIRST YEAR LOCAL:2010 $4,999LOCAL REPAIR COST:

A-1 DEPRESSION  H 73 SF Patching - AC Deep             111 SF $4,085 PREV.  
R-3 L & T CR    M 183 LF Crack Sealing - AC 183 LF $273 PREV.  
T-4 OIL SPILLAGE N 4 SF Patching - AC Shallow        16 SF $228 PREV.  
T-4 DEPRESSION  H 2 SF Patching - AC Deep             12 SF $413 PREV.  

FIFTEEN YEAR PROJECTIONS:                      ESTIMATED AVERAGE ANNUAL COST: $115,221

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2010 PCI$4,999ESTIMATED COST:

A-1 Basic Prev. $4,085 $4,085 75 75
R-3 Basic Prev. $273 $273 76 76
T-4 Basic Prev. $641 $641 80 80

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2011 PCI$15,127ESTIMATED COST:

A-1 Basic Prev. $3,323 $3,323 73 73
R-3 Basic Prev. $11,247 $11,247 73 73
T-4 Basic Prev. $557 $557 77 77

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2012 PCI$758,336ESTIMATED COST:

A-1 Prev. & Thin AC $3,958 $152,000 $155,959 70 85
R-3 Prev. & Thin AC $12,824 $552,001 $564,825 72 84
T-4 Prev. & Thin AC $688 $36,864 $37,552 75 89

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2013 PCI$6,651ESTIMATED COST:

A-1 Basic Prev. $1,279 $1,279 82 82
R-3 Basic Prev. $5,212 $5,212 81 81
T-4 Basic Prev. $160 $160 86 86

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2014 PCI$9,530ESTIMATED COST:

A-1 Basic Prev. $1,898 $1,898 79 79
R-3 Basic Prev. $7,346 $7,346 78 78
T-4 Basic Prev. $286 $286 82 82

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2015 PCI$12,469ESTIMATED COST:

A-1 Basic Prev. $2,627 $2,627 75 75
R-3 Basic Prev. $9,436 $9,436 76 76
T-4 Basic Prev. $407 $407 80 80

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2016 PCI$15,127ESTIMATED COST:

A-1 Basic Prev. $3,323 $3,323 73 73
R-3 Basic Prev. $11,247 $11,247 73 73
T-4 Basic Prev. $557 $557 77 77

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2017 PCI$17,471ESTIMATED COST:

A-1 Basic Prev. $3,959 $3,959 70 70
R-3 Basic Prev. $12,824 $12,824 72 72
T-4 Basic Prev. $688 $688 75 75

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2018 PCI$19,311ESTIMATED COST:

A-1 Basic Prev. $4,311 $4,311 67 67
R-3 Basic Prev. $14,199 $14,199 70 70
T-4 Basic Prev. $801 $801 73 73

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2019 PCI$20,423ESTIMATED COST:

A-1 Basic Prev. $4,661 $4,661 64 64
R-3 Basic Prev. $14,862 $14,862 69 69
T-4 Basic Prev. $900 $900 71 71



Maintenance Report Summary2009 UpdateMontana Aviation System Plan

CONRAD AIRPORT

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2020 PCI$21,453ESTIMATED COST:

A-1 Basic Prev. $5,010 $5,010 61 61
R-3 Basic Prev. $15,474 $15,474 67 67
T-4 Basic Prev. $969 $969 69 69

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2021 PCI$22,676ESTIMATED COST:

A-1 Basic Prev. $5,578 $5,578 58 58
R-3 Basic Prev. $16,087 $16,087 66 66
T-4 Basic Prev. $1,012 $1,012 68 68

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2022 PCI$765,005ESTIMATED COST:

A-1 Prev. & Thin AC $6,340 $152,000 $158,341 56 70
R-3 Prev. & Thin AC $16,747 $552,001 $568,748 64 72
T-4 Prev. & Thin AC $1,052 $36,864 $37,916 67 75

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2023 PCI$19,311ESTIMATED COST:

A-1 Basic Prev. $4,311 $4,311 67 67
R-3 Basic Prev. $14,199 $14,199 70 70
T-4 Basic Prev. $801 $801 73 73

SectionI Maintenance Local Global Major<Crit Major>Crit Total before after
PLAN YEAR: 2024 PCI$20,423ESTIMATED COST:

A-1 Basic Prev. $4,661 $4,661 64 64
R-3 Basic Prev. $14,862 $14,862 69 69
T-4 Basic Prev. $900 $900 71 71



Montana Aviation System Plan  2009 Update Inspection Photos 

CONRAD AIRPORT  11/5/2009 

Robert Peccia & Associates   

 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
A-1, overview  
 
 
 
 

A-1, surface detail with crack 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
    
 
 
A-1, surface detail with depression  T-4, surface detail with unfilled core sample 
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CONRAD AIRPORT  11/5/2009 

Robert Peccia & Associates   

 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
R-3, overview  
 
 
 
 
  R-3, surface detail with crack  
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