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Montana Department of Transportation Bridge Bureau Substructure Measurement
CAP
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Pn 
H 
Do not include abutment wing-wall dimensions.
Pile spacings are measured at bottom of cap.
Use one sheet for each substructure unit 
Overhang is measured from the centerline of the exterior pile to edge of the cap. 
Batter Angle is the angle at which a pile is driven if not perpendicular to the cap. 
Cap Type and Size
Pile
Exposed Height (ft)
Material	
Diameter or  width x depth (in)
Spacing
Batter Angle (°) (If Applicable)
1
Batter Angle is the angle at which a pile is driven if not perpendicular to the cap.
2
Batter Angle is the angle at which a pile is driven if not perpendicular to the cap.
3
Batter Angle is the angle at which a pile is driven if not perpendicular to the cap.
4
Batter Angle is the angle at which a pile is driven if not perpendicular to the cap.
5
Batter Angle is the angle at which a pile is driven if not perpendicular to the cap.
6
Batter Angle is the angle at which a pile is driven if not perpendicular to the cap.
7
Batter Angle is the angle at which a pile is driven if not perpendicular to the cap.
8
Batter Angle is the angle at which a pile is driven if not perpendicular to the cap.
9
Batter Angle is the angle at which a pile is driven if not perpendicular to the cap.
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9.0.0.2.20101008.1.734229
Substructure Measurement
MDT
Substructure Measurement
CAP
LENGTH (L)
OH1 
OH2
PS1 
PS2 
PS3 
PSn 
P1 
P2 
P3 
P4 
Pn 
H 
Do not include abutment wing-wall dimensions.
Pile spacings are measured at bottom of cap.
Use one sheet for each substructure unit 
Overhang is measured from the centerline of the exterior pile to edge of the cap. 
Batter Angle is the angle at which a pile is driven if not perpendicular to the cap.
Cap Type and Size
Pile
Exposed Height (ft)
Material	
Diameter or  width x depth (in)
Spacing
Batter Angle (°) (If Applicable)
1
2
3
4
5
6
7
8
9
10
	CurrentPage: 
	PageCount: 
	AdditionalPier: 
	BridgeID: 
	Location: 
	Date: 
	YearBuilt: 
	FeatureIntersected: 
	Inspector: 
	District: 
	County: 
	NumericField6: 
	NumericField1: 
	NumericField5: 
	NumericField4: 
	Square: 
	Steel: 
	Other: 
	H: 
	W: 
	LamThick: 
	Plankare: 
	width: 
	Depth: 
	FlangThickness: 
	Specify: 
	G1Loc: 
	Cell2: 
	Cell3: 
	Cell4: 
	Cell7: 
	Cell6: 
	Comments: 



