SNOWPOLE DELINEATOR DETAIL

FIELD INSTALLATION

I. INSTALL A %" THICK x 1'/4" WIDE x 6' LONG SNOWPOLE EXTENSION
IN THE METAL U-CHANNEL AS SHOWN.
FASTEN THE EXTENSION WITH ONE 4" x 3" BOLT AND ONE 4" x 1" BOLT
12" BELOW THE TOP OF THE METAL U-CHANNEL AS SHOWN.
2. ATTACH TWO REFLECTORS TO THE TOP OF THE EXTENSION AS SHOWN. * - VARIABLE TYPE
ATTACH TWO REFLECTORS TO THE METAL U-CHANNEL AS SHOWN. é
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A V4" x 1" BOLT - 2 REQUIRED : ~ FIBERGLASS EXTENSION ROD (SNOW POLE)
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B /4" x 3" BOLT - I REQUIRED  USE THE 3" BOLT HERE TO FASTEN THE EXTENSION ROD
. TO THE U-CHANNEL.
C %" FLAT WASHER - 4 REQUIRED .
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D /4" HEX NUT - 4 REQUIRED g
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E REFLECTOR - 2 OR 4 REQUIRED OLT REFLECTORS TO THE U-CHANNEL WITHTHE
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DETAIL SHOWN IS BID AS ONE UNIT g
(INCLUDES SNOWPOLE, STEEL U-POST 2
& DE|_ |NEA‘|’ORS ) 5 ~~  U-CHANNEL - SEE DETAILED DRAWINGS.
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