
TRAFFIC CONTROL RATE SCHEDULE 

Rate Schedules: 

Effective LET date March 9, 2023 

Effective LET date June 9, 2022 

Effective LET date April 29, 2021 

2020 Traffic Control Rates 



2023 TRAFFIC CONTROL RATE SCHEDULE 
(Effective LET date March 09, 2023) 

(Subsections 618.04.1 & 618.05.1 of the Standard and Supplemental Specifications) 
(Traffic Control – Fixed will be at $1 per unit) 

 

Group Number Description 

Value in Units of 
Each Traffic 

Control Device 
Signing 

1. Any Size Sign on Portable Mounts 39 
Signs Mounted on Single Post 

2. Sign Faces up to 15.9 ft2 (1.48 m2) 148 
3. 16.0 up to 19.9 ft2 (1.49 up to 1.85 m2) 158 
4. 20.0 up to 29.9 ft2 (1.86 up to 2.78 m2) 188 
5. 30.0 up to 40.0 ft2 (2.79 up to 3.72 m2) 270 

Signs Mounted on Two Posts 
6. 10.0 up to 18.1 ft2 (0.93 up to 1.68 m2) 277 
7. 18.2 up to 19.9 ft2 (1.69 up to 1.85 m2) 294 
8. 20.0 up to 29.9 ft2 (1.86 up to 2.78 m2) 329 
9. 30.0 up to 39.9 ft2 (2.79 up to 3.71 m2) 416 
10. 40.0 up to 49.9 ft2 (3.72 up to 4.64 m2) 445 
11. 50.0 up to 59.9 ft2 (4.65 up to 5.57 m2) 501 

Barricades 
12. Sign Faces up to 20.0 ft2 (1.82 m2) mounted 

on Type III Barricade (sign only) 
Signs Mounted on Barricade 28 

13. 4'-0" (1.2 m) to 10'-0" (3.0 m) B (III)  Barricade  
(reflectorized on one side) 

188 
14. 4'-0" (1.2 m) to 10'-0" (3.0 m) B (III) 199 
15. Portable Barricade   

a) 2’-0” (0.6 m) to 6’-0” (1.8 m) B (I) 24 
b) 2’-0” (0.6 m) to 6’-0” (1.8 m) B (II) 24 
c) Type II w/ 24”x12” R9-9, R9-10, or R9-11 

a Pedestrian Sign 
26 

16. Barricade Warning Lights 
a) Type A - Low Intensity 11/each/day 
b) Type B - High Intensity 11/each/day 
c) Type C - Steady Burn 11/each/day 

 
 
 
 
 
 
 



Group Number Description 

Value in Units of 
Each Traffic 

Control Device 
Delineation 

17. Drums Plastic 15 
18. Object Markers  

a) Type 2 25 
19. Portable Vertical Panels 13 
20. Delineators  

a) Design B  
24 b) Design G 

c) Design A 
21. Reserved  
22. Flexible Guideposts 8 
23. Portable Arrow Board  

a) Set up/take down each shift 13/each/hour 
b) Long term use 199/each/day 
c) Initial Install (only for long term use) 45/each/install 

24. W20-7a and W3-3 Signs with LED Flashers  
a) Set up/take down each shift 13/each/hour 
b) Long term use 132/each/day 
c) Initial Install (only for long term use) 22/each/install 

25. Raised rigid pavement markers 8 
26. Reserved  

27. Hinged flexible guidepost 36" (914mm) height 41 

28. Reserved  

29. Temporary traffic control signals (with dual lights and adjustable mast arms)  

a) Set up/take down each shift 38/each/hour 
b) Long term use 670/each/day 
c) Initial Install (only for long term use) 67/each/install 

30. Temporary traffic tape yellow or white 4" or black 6”  
4/foot 
13/m 

31. Changeable Message Signs, 3-line 8'x8' (2.7m x 2.7m) size  

a) Set up/take down each shift 20/each/hour 
b) Long term use 321/each/day 
c) Initial Install (only for long term use) 59/each/install 

32. Install or remove signs on existing post mount  6 

33. Speed Feed Back Trailer mounted sign w/ static speed limit sign   

a) Set up/take down each shift 9/each/hour 
b) Long term use 142/each/day 
c) Initial Install (only for long term use) 22/each/install 



Group Number Description 

Value in Units of 
Each Traffic 

Control Device 
Flagging 

34. Flag Person 76/each/hour 
35. Pilot Car 109/each/hour 
36.  Flagger Illumination  

a) Non-Glare (Balloon) Lighting 21/each/hour 
Miscellaneous 

37. Alternative Devices: Items not covered under this rate schedule may be included 
as alternate devices. The rate will be determined in accordance with Subsection 
109.04.1 or 109.04.2 

Agreed upon 
prices converted 
to number of units  

38. Reserved  
39. Pedestrian temporary curb ramp 193 

40. Pedestrian barricade 13/foot 

41. Reserved  
42. Temporary Portable Transverse Rumble Strip Array (3-11ft Strips) 332 

43.  Illuminated Flagger Paddle 6/each/hour 

44.  Business Access Signs (including business name) 
 

56/ft2 
 

   



 
2022 TRAFFIC CONTROL RATE SCHEDULE 

(Effective LET date June 9, 2022) 

(Subsections 618.04.1 & 618.05.1 of the Standard and Supplemental Specifications) 
(Traffic Control – Fixed will be at $1 per unit) 

 

Group Number Description 

Value in Units of 
Each Traffic 

Control Device 
Signing 

1. Any Size Sign on Portable Mounts 36 
Signs Mounted on Single Post 

2. Sign Faces up to 15.9 ft2 (1.48 m2) 128 
3. 16.0 up to 19.9 ft2 (1.49 up to 1.85 m2) 136 
4. 20.0 up to 29.9 ft2 (1.86 up to 2.78 m2) 152 
5. 30.0 up to 40.0 ft2 (2.79 up to 3.72 m2) 222 

Signs Mounted on Two Posts 
6. 10.0 up to 18.1 ft2 (0.93 up to 1.68 m2) 238 
7. 18.2 up to 19.9 ft2 (1.69 up to 1.85 m2) 252 
8. 20.0 up to 29.9 ft2 (1.86 up to 2.78 m2) 276 
9. 30.0 up to 39.9 ft2 (2.79 up to 3.71 m2) 344 
10. 40.0 up to 49.9 ft2 (3.72 up to 4.64 m2) 368 
11. 50.0 up to 59.9 ft2 (4.65 up to 5.57 m2) 410 

Barricades 
12. Sign Faces up to 20.0 ft2 (1.82 m2) mounted 

on Type III Barricade (sign only) 
Signs Mounted on Barricade 24 

13. 4'-0" (1.2 m) to 10'-0" (3.0 m) B (III)  Barricade  
(reflectorized on one side) 

180 
14. 4'-0" (1.2 m) to 10'-0" (3.0 m) B (III) 188 
15. Portable Barricade   

a) 2’-0” (0.6 m) to 6’-0” (1.8 m) B (I) 22 
b) 2’-0” (0.6 m) to 6’-0” (1.8 m) B (II) 22 
c) Type II w/ 24”x12” R9-9, R9-10, or R9-11 

a Pedestrian Sign 
24 

16. Barricade Warning Lights 
a) Type A - Low Intensity 10/each/day 
b) Type B - High Intensity 14/each/day 
c) Type C - Steady Burn 10/each/day 

 
 
 
 
 
 



Group Number Description 

Value in Units of 
Each Traffic 

Control Device 
 

Delineation 
17. Drums Plastic 21 
18. Object Markers  

a) Type 2 24 
19. Portable Vertical Panels 12 
20. Delineators  

a) Design B  
24 b) Design G 

c) Design A 
21. Reserved  
22. Flexible Guideposts 6 
23. Portable Arrow Board  

a) Set up/take down each shift 12/each/hour 
b) Long term use 196/each/day 
c) Initial Install (only for long term use) 36/each/install 

24. W20-7a and W3-3 Signs with LED Flashers  
a) Set up/take down each shift 18/each/hour 
b) Long term use 172/each/day 
c) Initial Install (only for long term use) 18/each/install 

25. Raised rigid pavement markers 6 
26. Reserved  

27. Hinged flexible guidepost 36" (914mm) height 36 

28. Reserved  

29. Temporary traffic control signals (with dual lights and adjustable mast arms)  

a) Set up/take down each shift 36/each/hour 
b) Long term use 648/each/day 
c) Initial Install (only for long term use) 54/each/install 

30. Temporary traffic tape yellow or white 4" or black 6”  
4/foot 
13/m 

31. Changeable Message Signs, 3-line 8'x8' (2.7m x 2.7m) size  

a) Set up/take down each shift 18/each/hour 
b) Long term use 300/each/day 
c) Initial Install (only for long term use) 44/each/install 

32. Install or remove signs on existing post mount  6 

33. Speed Feed Back Trailer mounted sign w/ static speed limit sign   

a) Set up/take down each shift 8/each/hour 
b) Long term use 136/each/day 
c) Initial Install (only for long term use) 18/each/install 



Group Number Description 

Value in Units of 
Each Traffic 

Control Device 
Flagging 

34. Flag Person 76/each/hour 
35. Pilot Car 89/each/hour 
36.  Flagger Illumination  

a) Portable Light Tower 10/each/hour 
b) Non-Glare (Balloon) Lighting 18/each/hour 

Miscellaneous 

37. Alternative Devices: Items not covered under this rate schedule may be included 
as alternate devices. The rate will be determined in accordance with Subsection 
109.04.1 or 109.04.2 

Agreed upon 
prices converted 
to number of units  

38. Reserved  
39. Pedestrian temporary curb ramp 168 

40. Pedestrian barricade 12/foot 

41. Reserved  
42. Temporary Portable Transverse Rumble Strip Array (3-11ft Strips) 306 

43.  Illuminated Flagger Paddle 6/each/hour 

44.  Business Access Signs (including business name) 
 

46/ft2 
 

   
 
 



2021 TRAFFIC CONTROL RATE SCHEDULE 
(Effective LET date April 29, 2021) 

(Subsections 618.04.1 & 618.05.1 of the Standard and Supplemental Specifications) 
(Traffic Control – Fixed will be at $1 per unit) 

 

Group Number Description 

Value in Units of 
Each Traffic 

Control Device 
Signing 

1. Any Size Sign on Portable Mounts 36 
Signs Mounted on Single Post 

2. Sign Faces up to 15.9 ft2 (1.48 m2) 128 
3. 16.0 up to 19.9 ft2 (1.49 up to 1.85 m2) 136 
4. 20.0 up to 29.9 ft2 (1.86 up to 2.78 m2) 152 
5. 30.0 up to 40.0 ft2 (2.79 up to 3.72 m2) 222 

Signs Mounted on Two Posts 
6. 10.0 up to 18.1 ft2 (0.93 up to 1.68 m2) 238 
7. 18.2 up to 19.9 ft2 (1.69 up to 1.85 m2) 252 
8. 20.0 up to 29.9 ft2 (1.86 up to 2.78 m2) 276 
9. 30.0 up to 39.9 ft2 (2.79 up to 3.71 m2) 344 
10. 40.0 up to 49.9 ft2 (3.72 up to 4.64 m2) 368 
11. 50.0 up to 59.9 ft2 (4.65 up to 5.57 m2) 410 

Barricades 
12. Sign Faces up to 20.0 ft2 (1.82 m2) mounted 

on Type III Barricade (sign only) Signs Mounted on Barricade 24 

13. 4'-0" (1.2 m) to 10'-0" (3.0 m) B (III)  Barricade  
(reflectorized on one side) 

180 
14. 4'-0" (1.2 m) to 10'-0" (3.0 m) B (III) 188 
15. Portable Barricade   

a) 2’-0” (0.6 m) to 6’-0” (1.8 m) B (I) 22 
b) 2’-0” (0.6 m) to 6’-0” (1.8 m) B (II) 22 
c) Type II w/ 24”x12” R9-9, R9-10, or R9-11 

a Pedestrian Sign 24 

16. Barricade Warning Lights 
a) Type A - Low Intensity 10/each/day 
b) Type B - High Intensity 14/each/day 
c) Type C - Steady Burn 10/each/day 

 
Delineation 

17. Drums Plastic 21 
18. Object Markers  

a) Type 2 24 
19. Portable Vertical Panels 12 



Group Number Description 

Value in Units of 
Each Traffic 

Control Device 
20. Delineators  

a) Design B  
24 b) Design G 

c) Design A 
21. Reserved  
22. Flexible Guideposts 6 
23. Portable Arrow Board  

a) Set up/take down each shift 12/each/hour 
b) Long term use 196/each/day 
c) Initial Install (only for long term use) 36/each/install 

24. W20-7a and W3-3 Signs with LED Flashers  
d) Set up/take down each shift 18/each/hour 
e) Long term use 172/each/day 
f) Initial Install (only for long term use) 18/each/install 

25. Raised rigid pavement markers 6 
26. Reserved  

27. Hinged flexible guidepost 36" (914mm) height 36 

28. Reserved  

29. Temporary traffic control signals (with dual lights and adjustable mast arms)  

a) Set up/take down each shift 36/each/hour 
b) Long term use 648/each/day 
c) Initial Install (only for long term use) 54/each/install 

30. Temporary traffic tape yellow or white 4" or black 6”  4/foot 
13/m 

31. Changeable Message Signs, 3-line 8'x8' (2.7m x 2.7m) size  

a) Set up/take down each shift 18/each/hour 
b) Long term use 300/each/day 
c) Initial Install (only for long term use) 44/each/install 

32. Install or remove signs on existing post mount  6 

33. Speed Feed Back Trailer mounted sign w/ static speed limit sign   

a) Set up/take down each shift 8/each/hour 
b) Long term use 136/each/day 
c) Initial Install (only for long term use) 18/each/install 

Flagging 
34. Flag Person  

a) Zone 1 56/each/hour 
b) Zone 2 60/each/hour 
c) Zone 3 62/each/hour 



Group Number Description 

Value in Units of 
Each Traffic 

Control Device 
35. Pilot Car  

a) Zone 1 76/each/hour 
b) Zone 2 80/each/hour 
c) Zone 3 82/each/hour 

36.  Flagger Illumination  
a) Portable Light Tower 10/each/hour 
b) Non-Glare (Balloon) Lighting 18/each/hour 

Miscellaneous 
37. Alternative Devices: Items not covered under this rate schedule may be included 

as alternate devices. The rate will be determined in accordance with Subsection 
109.04.1 or 109.04.2 

Agreed upon 
prices converted 
to number of units  

38. Reserved  
39. Pedestrian temporary curb ramp 168 

40. Pedestrian barricade 12/foot 

41. Reserved  
42. Temporary Portable Transverse Rumble Strip Array (3-11ft Strips) 306 

43.  Illuminated Flagger Paddle 6/each/hour 

44.  Business Access Signs (including business name) 
 

46/ft2 
 

   
 

 



2020 TRAFFIC CONTROL RATE SCHEDULE 
(Revised 1-23-20) 

(Subsections 618.04.1 & 618.05.1 of the Standard and Supplemental Specifications) 
(Traffic Control – Fixed will be at $1 per unit) 

 

Group Number Description 

Value in Units of 
Each Traffic 

Control Device 
Signing 

1. Any Size Sign on Portable Mounts 34 
Signs Mounted on Single Post 

2. Sign Faces up to 15.9 ft2 (1.48 m2)  130 
3. 16.0 up to 19.9 ft2 (1.49 up to 1.85 m2)  136 
4. 20.0 up to 29.9 ft2 (1.86 up to 2.78 m2)  148 
5. 30.0 up to 40.0 ft2 (2.79 up to 3.72 m2)  216 

Signs Mounted on Two Posts 
6. 10.0 up to 18.1 ft2 (0.93 up to 1.68 m2)  238 
7. 18.2 up to 19.9 ft2 (1.69 up to 1.85 m2)  248 
8. 20.0 up to 29.9 ft2 (1.86 up to 2.78 m2)  268 
9. 30.0 up to 39.9 ft2 (2.79 up to 3.71 m2)  332 
10. 40.0 up to 49.9 ft2 (3.72 up to 4.64 m2)  350 
11. 50.0 up to 59.9 ft2 (4.65 up to 5.57 m2)  512 

Barricades 
12. Sign Faces up to 20.0 ft2 (1.82 m2) mounted 

on Type III Barricade (sign only) Signs Mounted on Barricade 26 

13. 4'-0" (1.2 m) to 10'-0" (3.0 m) B (III)  Barricade  
(reflectorized on one side) 

180 
14. 4'-0" (1.2 m) to 10'-0" (3.0 m) B (III) 188 
15. Portable Barricade   

(1) 2’-0” (0.6 m) to 6’-0” (1.8 m) B (I)  22 
(2) 2’-0” (0.6 m) to 6’-0” (1.8 m) B (II)  22 

(3) Type II w/ 24”x12” R9-9, R9-10, or R9-11a Pedestrian Sign 24 

16. Barricade Warning Lights   
(1) Type A - Low Intensity  10/each/day 
(2) Type B - High Intensity  14/each/day 
(3) Type C - Steady Burn  10/each/day 

Delineation 
17. Drums Plastic  21 
18. Object Markers   

(1) Type 2  26 
19. Portable Vertical Panels  14 



Group Number Description 

Value in Units of 
Each Traffic 

Control Device 
20. Delineators   

(1) Design B   
24 (2) Design G  

(3) Design A  
21. Reserved   
22. Flexible Guide Posts  8 
23. Portable Arrow Board   

(1) Set up/take down each shift  12/each/hour 
(2) Long term use  202/each/day 
(3) Initial Install (only for long term use)  40/each/install 

24. W20-7a and W3-3 Signs with LED Flashers   
(1) Set up/take down each shift  18/each/hour 
(2) Long term use  172/each/day 
(3) Initial Install (only for long term use)  18/each/install 

25. Raised rigid pavement markers  6 
26. Reserved   

27. Hinged flexible guide posts 36" (914mm) height 56 

28. Reserved   

29. Temporary traffic control signals (with dual lights and adjustable mast arms)  

(1) Set up/take down each shift  36/each/hour 
(2) Long term use  646/each/day 
(3) Initial Install (only for long term use)  52/each/install 

30. Temporary traffic tape yellow or white 4" (102mm) 4/foot 
13/m 

31. Changeable Message Signs, 3 line 8'x8' (2.7m x 2.7m) size  

(1) Set up/take down each shift  18/each/hour 
(2) Long term use  300/each/day 
(3) Initial Install (only for long term use)  44/each/install 

32. Install or remove signs on existing post mount  6 
33. Reserved   

Flagging 
34. Flag Person   

(1) Zone 1  56/each/hour 
(2) Zone 2  60/each/hour 
(3) Zone 3  62/each/hour 

35. Pilot Car   
(1) Zone 1  86/each/hour 
(2) Zone 2  90/each/hour 
(3) Zone 3  90/each/hour 



Group Number Description 

Value in Units of 
Each Traffic 

Control Device 
36.  Flagger Illumination   

(1) Portable Light Tower  14/each/hour 
(2) Non-Glare (Balloon) Lighting  18/each/hour 

37. Alternative Devices: Items not covered under this rate schedule may be included 
as alternate devices. The rate will be determined in accordance with Subsection 
109.04.1 or 109.04.2 

Agreed upon 
prices converted 

to number of units  
38. Reserved   
39. Pedestrian temporary curb ramp  284 

40. Pedestrian barricade 
 24/foot 

78/m 
41. Reserved   
42. Temporary Portable Transverse Rumble Strips 11ft (3.4m) length 246 
43.  Illuminated Flagger Paddle  6/each/hour 

44.  Business Access Signs (including business name) 
44/ft2 

478/m2 
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